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Arctic White
90058851 Satin 
R224 G232 B237 – LRV 82%

Zeus® White 
9001110G Gloss
R241 G245 B243 – LRV 91%

Appliance White 
90058853 Satin
R243 G244 B240 – LRV 91%

Eternity® Linen Pearl 
9001138Q Satin
R226 G222 B212 – LRV 76%

Zeus® Lunar Grey 
90088417 Matt
R198 G201 B196 – LRV 61%

Zeus® Silver Grey 
90051272 Matt
R171 G175 B177 – LRV 47%

Eternity® Citi Silver Pearl 
9007024Q Matt
R167 G172 B175 – LRV 45%

Eternity® Chain Pearl 
90089119 Matt
R165 G166 B163 – LRV 42%

Eternity® Star Pearl  
9007005F Flat
R153 G157 B158 – LRV 38%

Eternity® Silver Kinetic® 
9007160K Satin
R147 G150 B152 – LRV 35%

Eternity® Pewter Pearl 
90088396 Satin
R128 G132 B132 – LRV 27% 

Zeus® Grey 
90088416 Satin
R109 G112 B115 – LRV 20%

Eternity® Titanium Pearl 
90087728 Satin
R91 G92 B88 – LRV 14%

Zeus® Timberland 
9007315S Satin
R84 G 84 B 80 – LRV 12%

Eternity® Bronze Pearl 
90088393 Satin
R82 G74 B62 – LRV 10%

Eternity® Charcoal Pearl 
90088394 Satin
R55 G54 B54 – LRV 6% 

Zeus® Charcoal  
90087732 Satin
R60 G64 B68 – LRV 8% 

Zeus® Dark Grey 
90051275 Matt
R58 G64 B67 – LRV 8%

Zeus® Black 
90088702 Matt
R43 G44 B44 – LRV 4%

Zeus® Lunar Eclipse 
90087734 Satin
R43 G44 B44 – LRV 4%

Matt Canvas Cloth  
9007327M Matt
R208 G204 B192 – LRV 64%

Eternity® Nickel Pearl 
90088395 Matt
R163 G155 B142 – LRV 38%

Copper Metallic Kinetic®

9007183K Matt
R146 G134 B123 – LRV 29%

Matt Champagne Kinetic®

9003059K Matt
R156 G147 B133 – LRV 34%
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For many years, the most widely specifi ed super 
durable coating on high rise commercial projects 
throughout Australia and New Zealand. 

Our advanced polyester resin technology, 
combined with high performance pigments, 
exceed the internationally recognised performance 
standard AAMA 2604-10, delivering excellent 
gloss and colour retention when compared 
to standard polyester powder coatings.

· High rise commercial projects

·  Major commercial and residential 
developments, irrespective of the building 
height and in most environments

·  Developments further than 10 metres 
from salt water

·  Achieves AAMA 2604-10 performance standard

·  Supported by a 20 year durability warranty* 
when applied by a Dulux® Registered Applicator

Intensity® Moonlight
9002004S Satin
R239 G208 B65   – LRV 67%

Intensity® Desert
9004227S Satin
R138 G56 B46 – LRV 11%

Intensity® Flame
9004007G Gloss
R181 G44 B39 – LRV 14%

Intensity® Storm
90089584  Satin
R42 G51 B80 – LRV 6%

Intensity® Sunshine
9002084G Gloss
R233 G174 B53 – LRV 52%

Intensity® Leaf
9006167S Satin
R74 G138 B64 – LRV 24%

Intensity® Coast
9005233S Satin
R16 G93 B134 – LRV 13%

Intensity® Summer
9004008G Gloss
R229 G87 B31 – LRV 27%

Intensity® Reef
9005011G Gloss
R40 G108 B181 – LRV 18%

Intensity® Evergreen
9006005S Satin
R39 G96 B62 – LRV 12%
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